
USDA-Natural Resources Conservation Service Virginia

Scenario Cost:

Practice: 620 - Underground Outlet

Scenario: #1 - Pipe, drop inlet, 6 inch or less

Scenario Description:
Install 500 feet of 6" approved plastic pipe to convey stormwater from one location to a suitable and stable outlet.  Trench is excavated 52" 
deep and 24" wide by hydraulic track excavator.  Costs include 6" Sch 40 PVC pipe, Precast concrete drop inlet with steel grate, trench 
excavation, trench backfill, rodent guard and laid up stone headwall at outlet.  This practice is often installed in conjunction with terraces, 
diversions, sediment control basins, waterways or simlar practices.  

Before Situation:
Excessive sedimentation and soil erosion as a result of gully, rill or sheet erosion which exceeds "T" from farm fields and other locations.  
Also, roof runoff or surface runoff that becomes contminated with agricultural wastes that significantly contributes to the amount of runoff 
that has to be stored or treated.

After Situation:
Field system meets "T" or "clean" storm water runoff is diverted away from an agricultural waste management system to minimize the 
volume of runoff that is contaminated by agricultural waste.  Associated practices are Critical Area Planting (342), Grassed Waterway ( 412), 
Terrace (600), Diversion (342), Water and Sediment Control Basin (638), and Subsurface Drainage (606)

Scenario Feature Measure: Length of Conduit

Scenario Typical Size: 500

Scenario Unit: Feet

IDComponent Name CostQuantity
Price 
($/unit)UnitComponent Description

$4,773.64 Scenario Cost/Unit: $9.55

Cost Details (by category):

Equipment/Installation

1227Excavation, common earth, 
side cast, large equipment

Bulk excavation  and side casting of common earth with 
hydraulic excavator with less greater than 1 CY capacity.  
Includes equipment and labor.

Cubic 
Yard

$1.82 170 $309.40

1260Compaction, earthfill, 
vibratory plate

Compaction of earthfill with a walk behind vibratory plate 
compactor in typical 6-8 inch thick lifts, 2 passes.  Includes 
equipment and labor.

Cubic 
Yard

$2.06 2 $4.12

Labor

234Supervisor or Manager Labor involving supervision or management activities.  
Includes crew supervisors, foremen and farm/ranch 
managers time required for adopting new technology, etc.

Hour $38.32 2 $76.64

Materials

980Pipe, PVC, 6", SCH 40 Materials:  - 6" - PVC - SCH 40 - ASTM D1785 Foot $6.38 500 $3,190.00

44Rock Riprap, Placed with 
geotextile

Rock Riprap, placed with geotextile, includes materials, 
equipment and labor to transport and place

Cubic 
yard

$87.01 1 $87.01

1257Catch Basin, concrete, 2'x2'x6' Catch Basin, Precast Concrete, 2' square or round, cast 
grate, 6' deep.  Includes materials, equipment and labor.

Each $589.83 1 $589.83

Mobilization

1139Mobilization, medium 
equipment

Equipment with 70-150 HP or typical weights between 
14,000 and 30,000 pounds.

Each $258.32 2 $516.64

620 - Underground Outlet (Pipe, drop inlet, 6 inch or less) -  Page 1 of 1

FY2014 - compiled 1/24/2014



USDA-Natural Resources Conservation Service Virginia

Scenario Cost:

Practice: 620 - Underground Outlet

Scenario: #2 - Pipe, drop inlet, 12 inch or less

Scenario Description:
Install 500 feet of 12" approved plastic pipe to convey stormwater from one location to a suitable and stable outlet.  Trench Excavation is 
58" deep and 28" wide.  Costs include 12" HDPE pipe, Precast concrete drop inlet with steel grate, trench excavation, trench backfill, rodent 
guard and laid up stone headwall at outlet.  This practice is often installed in conjunction with terraces, diversions, sediment control basins, 
waterways or simlar practices. 

Before Situation:
Excessive sedimentation and soil erosion as a result of gully, rill or sheet erosion which exceeds "T" from farm fields and other locations.  
Also, roof runoff or surface runoff that becomes contminated with agricultural wastes that significantly contributes to the amount of runoff 
that has to be stored or treated.

After Situation:
Field system meets "T" or "clean" storm water runoff is diverted away from an agricultural waste management system to minimize the 
volume of runoff that is contaminated by agricultural waste.  Associated practices are Critical Area Planting (342), Grassed Waterway ( 412), 
Terrace (600), Diversion (342), Water and Sediment Control Basin (638), and Subsurface Drainage (606)

Scenario Feature Measure: Length of Conduit

Scenario Typical Size: 500

Scenario Unit: Feet

IDComponent Name CostQuantity
Price 
($/unit)UnitComponent Description

$5,193.08 Scenario Cost/Unit: $10.39

Cost Details (by category):

Equipment/Installation

1227Excavation, common earth, 
side cast, large equipment

Bulk excavation  and side casting of common earth with 
hydraulic excavator with less greater than 1 CY capacity.  
Includes equipment and labor.

Cubic 
Yard

$1.82 210 $382.20

1260Compaction, earthfill, 
vibratory plate

Compaction of earthfill with a walk behind vibratory plate 
compactor in typical 6-8 inch thick lifts, 2 passes.  Includes 
equipment and labor.

Cubic 
Yard

$2.06 2 $4.12

Labor

234Supervisor or Manager Labor involving supervision or management activities.  
Includes crew supervisors, foremen and farm/ranch 
managers time required for adopting new technology, etc.

Hour $38.32 4 $153.28

Materials

44Rock Riprap, Placed with 
geotextile

Rock Riprap, placed with geotextile, includes materials, 
equipment and labor to transport and place

Cubic 
yard

$87.01 1 $87.01

1244Pipe, HDPE, CPT, Double Wall, 
Soil Tight, 12"

Pipe, Corrugated HDPE Double Wall, 12" diameter with soil 
tight joints - AASHTO M294. Material cost only.

Foot $6.92 500 $3,460.00

1257Catch Basin, concrete, 2'x2'x6' Catch Basin, Precast Concrete, 2' square or round, cast 
grate, 6' deep.  Includes materials, equipment and labor.

Each $589.83 1 $589.83

Mobilization

1139Mobilization, medium 
equipment

Equipment with 70-150 HP or typical weights between 
14,000 and 30,000 pounds.

Each $258.32 2 $516.64
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